
 

 

 
 

Autoguard® Heavy Duty  
Brake Fluid DOT 3 

 

 

 

 

 Warren Oil Company, Inc  
Dunn, NC 28334: Benton, AL 36758: San Antonio, TX 78210: 

 Marion, IL 62959: Johnstown, PA 15909: West Memphis, AR 72301 

     
 

AUTOGUARD HEAVY DUTY BRAKE FLUID DOT 3 is a balanced 
blend of premium grade glycol ethers with oxidation and corrosion 
inhibitors. AUTOGUARD HEAVY DUTY BRAKE FLUID DOT 3 is 
formulated for use with disc and drum brakes, and is recommended for all 
vehicles where a DOT 3 fluid is specified by the vehicle manufacturer. 
 
AUTOGUARD HEAVY DUTY BRAKE FLUID DOT 3 meets or 
exceeds Federal Motor Vehicle Standard 571.116 and SAE J1703.  
 
AUTOGUARD HEAVY DUTY BRAKE FLUID DOT 3 is not 
compatible with any type of oil and does not meet DOT 4 or DOT 5 brake 
fluid requirements. 
Always check your owner’s manual for specific application information.   

  

Typical Characteristics 
 
ERBP = Equilibrium Reflex Boiling Point 
   
Boiling Point ERBP =   500°F (260°C)  
Wet Boiling Point ERBP = 314°F (157°C)   
Viscosity @ -40°C =  1150 cSt    
Viscosity @ 100°C =  2.0 cSt 
Specific Gravity @ 60°F = 1.039 
pH =   9.5 
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